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SECTION 06 64 00  

PLASTIC PANELING 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section includes plastic sheet paneling. 

1.02 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Samples: For plastic paneling, in manufacturer's standard sizes. 

1.03 PROJECT CONDITIONS 

A. Environmental Limitations: Do not deliver or install plastic paneling until spaces are 
enclosed and weathertight and temporary HVAC system is operating and maintaining 
ambient temperature and humidity conditions at occupancy levels during the remainder 
of the construction period. 

PART 2 - PRODUCTS 

2.01 MANUFACTURERS 

A. Source Limitations: Obtain plastic paneling and trim accessories from single 
manufacturer. 

2.02 PLASTIC SHEET PANELING 

A. Glass-Fiber-Reinforced Plastic Paneling: Gelcoat-finished, glass-fiber-reinforced plastic 
panels complying with ASTM D 5319. 

1. Manufacturers: Subject to compliance with requirements, available manufacturers 
offering products that may be incorporated into the Work include, but are not limited 
to, the following: 

a. Crane Composites, Inc. 
b. Glasteel. 
c. Marlite. 
d. Parkland Plastics, Inc. 

http://www.specagent.com/Lookup?ulid=7578
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2. Surface-Burning Characteristics: As follows when tested by a qualified testing 
agency according to ASTM E 84. Identify products with appropriate markings of 
applicable testing agency. 

a. Flame-Spread Index:  25 or less. 
b. Smoke-Developed Index: 450 or less. 

3. Nominal Thickness: Not less than 0.075 inch. 
4. Surface Finish:  Smooth. 
5. Color:  White. 

2.03 ACCESSORIES 

A. Adhesive: As recommended by plastic paneling manufacturer. 

B. Sealant:  Mildew-resistant, single-component, neutral-curing silicone sealant 
recommended by plastic paneling manufacturer and complying with requirements in 
Division 07 Section “Joint Sealants.” 

PART 3 - EXECUTION 

3.01 EXAMINATION 

A. Examine substrates and conditions, with Installer present, for compliance with 
requirements for installation tolerances and other conditions affecting performance of 
the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.02 PREPARATION 

A. Prepare substrate by sanding high spots and filling low spots as needed to provide flat, 
even surface for panel installation. 

B. Clean substrates of substances that could impair adhesive bond, including oil, grease, 
dirt, and dust. 

C. Condition panels by unpacking and placing in installation space before installation 
according to manufacturer's written recommendations. 

D. Lay out paneling before installing. Locate panel joints to provide equal panels at ends 
of walls not less than half the width of full panels. 

1. Mark plumb lines on substrate at panel joint locations for accurate installation. 
2. Locate panel joints to allow clearance at panel edges according to manufacturer's 

written instructions. 
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3.03 INSTALLATION 

A. Install plastic paneling according to manufacturer's written instructions. 

B. Install panels in a full spread of adhesive. 

C. Maintain uniform space between panels and wall fixtures. Fill space with sealant. 

D. Maintain uniform space between adjacent panels and between panels and floors, 
ceilings, and fixtures. Fill space with sealant. 

E. Remove excess sealant and smears as paneling is installed. Clean with solvent 
recommended by sealant manufacturer and then wipe with clean dry cloths until no 
residue remains. 

END OF SECTION  


