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PART ONE - GENERAL 

 

1.1  DESCRIPTION 

 

 A. Factory fabricated and finished plastic laminate clad and solid wood cabinetry 

including tops, splash backs, finish hardware, fillers, scribing members and adjustable 

shelves, as listed in the Specifications and shown on the Drawings. Shop-built units are 

acceptable provided they meet these Specifications. 

 

1.2  RELATED WORK DESCRIBED ELSEWHERE 

 

 A. Solid Surfacing & Countersinks:  Section 06600. 

 

 B. Plumbing Work:  Division Fifteen. 

 

 C. Finish Carpentry:  Section 06200. 

 

1.3  SUBMITTALS 

 

 A. Complete Shop Drawings showing construction of each unit, locations, dimensions, and 

hardware (name and number). 

 

 B. Laminate samples. 

 

 C. Descriptive Manufacturer's brochures and Specifications. 

 

 D. Sample unit if requested by the Architect. 

 

1.4  WARRANTY 

 

 A. Warrant the Work for one year against becoming unserviceable or objectionable in 

appearance as result of being defective or nonconforming. 

 

 

PART TWO - PRODUCTS  

 

2.1  MATERIALS 

 

 A. Plastic Laminate: 

 

 1) Manufacturers and colors as indicated on the Drawings. 

 

 2) Thickness:  1/32" for exterior vertical surfaces and interiors; 1/16" for  

  countertops.
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  3) Interior sides, bottoms, shelves, backs and intermediates shall be high pressure 

plastic laminate cabinet liner. 

 

  4) Unexposed surfaces shall be faced with backer sheet. 

 

  5) Adhesives:  100% waterproof, urea resin or PVC acetate as recommended by 

the Plastic Manufacturer. 

 

 B. Particle Board:  3/4" thick industrial grade 45 PSI for cabinet bottoms, sides, shelving, 

dividers, doors, drawer fronts, and backs of wall hung cabinets.  Provide solid wood 

edges at hinge locations. 

 

 C. Countertops & Splashes:   

 

  1) Plastic Laminate: 3/4" Plyron INT-APA or B-D INT APA Plywood; exposed 

surfaces covered with plastic laminate. Countertops shall have solid backed 

splashes; heights as indicated on Drawings. 

 

  2) Solid Surface Countertops:  See Section 06600.  

 

 D. Hardware:   

 

  1) Hinges:  Grass #3703, 110-degreee, self-closing, nickel finish.  Provide 2 hinges 

for doors 36" and under in height; 3 hinges for doors over 36" high.   

 

  2) Pulls at Plastic Laminate Doors and Drawer Fronts:  Door and drawer pulls 

shall be similar to Stanley 348235-3 ½" wire pulls; satin chrome finish. 

 

  3) Drawer Slides:  Similar to Grant No. 328 capable of supporting 50 lbs. when 

extended. 

 

  4) Shelf Adjustment:  Adjustable on 1/2" centers; KV-255 with KV-256 clips.  

Drilled shelf supports on 2" centers optional. 

   

  5) Locks:  Five pin tumbler type; master-keyed, 4 keys per lock. Required where 

shown on the Drawings. 

 

2.2  FABRICATION 

 

 A. General:  Construct high pressure laminate panels in accordance with NEMA 

standards.  Assemble cases with butt joints utilizing mechanical fasteners completely 

concealed when cabinet is assembled, resulting in a sturdy unit with clean lines and no 

rough exposed fastening devices, nails or screws.  No staples will be allowed. 
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 B. Workmanship:  All parts shall be machined for accurate fit and assembled with 

appropriate fasteners resulting in level and plumb units without discernable tool 

marks.  Modified special units shall be constructed with similar details. 

 

 C. Drawers:  Plastic laminate or wood fronts, blind dovetailed into hardwood drawer sides 

and back.  Let-in plywood drawer bottoms into drawer fronts, sides and backs.  Seal 

drawer sides, backs and bottoms with clear sealer.   

 

 D. Doors:  High pressure laminate over both sides of particle board core, or solid maple 

as indicated on the Drawings. 

 

 E. Exposed Backs:  1/2" board faced with plastic laminate cabinet liner on exposed 

interior, backed with balancing sheet.  Provide 1/2" thick backs on wall-hung units.  

Let-in backs to cabinet bodies and air nail in place. 

 

 F. Shelves:  Surfaced top and bottom with plastic laminate. Self edge or with T-mould. 

 

 G. Base:  All base cabinets shall have integral bases with unfinished toe-board for 

application of coved base by others.  

 

 

PART THREE - EXECUTION 

 

3.1  INSTALLATION 

 

 A. Examine all grounds, stripping and blocking to secure cabinets.  Do not install until all 

defects are corrected. 

 

 B. Install cabinets plumb and level without distortion in strict accordance with 

Manufacturer's details and directions. Accurately scribe and closely fit all filler and 

trim strips to irregularities of adjacent surfaces. 

 

 

 END OF SECTION 


